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CYCLONE SEPARATOR
CYCLONE SEPARATOR IS A DRY GAS-SOLID
SEPARATION EQUIPMENT THAT USES THE
CENTRIFUGAL FORCE GENERATED BY THE HIGH-
SPEED ROTATION OF GAS-SOLID MIXTURE TO
SEPARATE DUST FROM THE AIRFLOW. DUE TO THE
CENTRIFUGAL FORCE EXERTED ON THE
PARTICLESFAR GREATER THAN GRAVITY AND
INERTIA, THE AIRFLOW WILL CHANGE FROM
LINEAR MOTION TO CIRCULAR MOTION. THE VAST
MA」ORITY OF THE ROTATING AIRFLOW FLOWS
DOWNWARD IN A SPIRAL SHAPE ALONG THE WALL
OF THE CYLINDER TOWARDS THE CONE.

BUILT FOR
PRODUCTIVITY

Powerful pickup. Flexible configuration.
Easy daily operation.

TECHNICAL SPECIFICATIONS CYCLONE SEPARATOR CONFIGURATION

PARAMETER UNIT XF-1 XF-2

SUCTION DIAMETER MM 50 50

VOLUME L 50-100 60-100

WEIGHT KG 22 38

DIMENSIONS MM 420 × 420 × 750 550 × 550 × 1280

*Specifications subject to change without notice.*

XF-1 XF-2C E N T R I F U G A L S E PA R AT I O N
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