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SOLID-LIQUID
SEPARATION VACUUM
CLEANER
THE GY SERIES SOLID-LIQUID SEPARATION TYPE
OIL SUCTION AND SEWAGE SUCTION MACHINE IS
DESIGNED TO EFFECTIVELY SEPARATE IRON
FILINGS AND IMPURITIES FROM MECHANICAL
EQUIPMENT SUCH AS HYDRAULIC OIL,
LUBRICATING OIL, CUTTING FLUID, ETC. IT CAN BE
SELECTED FROM SINGLE-PHASE/THREE-PHASE
AND COMES WITH A BUILT-IN OIL EXTRACTION
PUMP,LIQUIDS CAN BE DISCHARGED TO
DESIGNATED LOCATIONS.

BUILT FOR
PRODUCTIVITY

Powerful pickup. Flexible configuration.
Easy daily operation.

TECHNICAL SPECIFICATIONS GY CONFIGURATION

PARAMETER UNIT GY/2.2 GY/3 GY/4.0 GY/5.5 GY/7.5

VOLTS V/HZ 380/50 380/50 380/50 380/50 380/50

POWER KW 2.2 3 4.0 5.5 7.5

SUCTION KPA 21 26 28 32 34

AIRFLOW M3/H 310 370 410 520 560

OIL DISCHARGEPOWER KW 0.75 0.75 0.75 0.75 0.75

NOISE DB(A) 64 69 69 72 72

SUCTION DIAMETER MM 40-50 40-50 40-50 40-50 40-50

VOLUME L 200 200 200 200 200

WEIGHT KG 105 125 138 158 162

DIMENSIONS MM 930X450X1150

*Specifications subject to change without notice.*
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